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Provide a Pool Cue Having a Handle Portion 
and a Shaft Portion, the Handle Having a Terminal 
End and an Internal Cavity in the Handle Portion 
Proximate the Terminal End, the Internal Cavity 
Having an Internally Threaded Wall. 
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Provide a Plurality of Externally Threaded 
Rods, Each Rod Having a Predetermined Length 
and Diameter and a Tool Fitting Formed 
Within at Least One End. 
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Install Threaded Rods in, Remove Threaded 
Rods From, and/or Position Threaded Rods 
Within the Internal Cavity to Provide Weight and 
Balance Characteristics to the Pool Cue in 
Accordance With a Usei^s Preferences. 
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^ 

Provide a Pool Cue Having a Handle Portion and a 
ShaftPortion, the Handle Portion Having a Terminal End, 
and an Internal Cavity Proximate the Terminal End. 
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Provide a Plurality of Weights Removably 
Installed Within the Internal Cavity. 
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Individually Remove the Weights to 
Incrementally Reduce the Total Weight 
of the Pool Cue to a Desired Level. 
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Provided a Pool Cue Including: a Handle Portion and a Shaft 

Portion, the Handle Having a Terminal End; an Internal 
Cavity in the Handle Portion Proximate the Terminal End, the 
Internal Cavity Having a Closed End and an Open End;and a Plug 
Releaseably Received in the Open End of the Internal Cavity. 
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Provide a Plurality of Weight Rods. ' 
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Remove the Plug From the Open End of the Internal Cavity. 
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Install Weight Rod in or Remove Weight Rods From the Internal Cavity.] 
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Replace the Plug to Secure the 
Weight Rods With the Internal Cavity. 
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